
INTRODUCTION
The ReC™ smart power receptacle is designed to 
replace standard continuous power wall plug 
receptacles in offices, classrooms, and other spaces 
where discretionary power off during vacancy 
translates to significant power savings.  The ReC™ is 
a perfect choice for architects, engineers, 
contractors and end users. 

CONSTRUCTION 
ReC™ is made of molded PBT Polyester Blend. 

PERFORMANCE
The Rec™ is rated to provide “50000” cycles of 
On/Off operation.

ELECTRICAL STANDARD FEATURES
• For North America 125V 15A.

• The ReC™ includes a SMART BLU™ wireless 
antenna and IC programming module to allow 
for association and response to occupancy 
controlled “Light Networks”.

MOUNTING
ReC™ fits standard electrical wall boxes.  

Note: Mounting hardware by others.

COMPLIANCE
The ReC™ is CCSAus listed for damp locations and -
40˚C to +40˚C ambient environments.  RoHS 
compliant.  NOTE: Specifications subject to change 
without notice. 

ReCTM

Contact your local supplier or representative or call J2 Light Inc. direct at: 

1.888.LOW.WATT (569.9288)   www.blu-ecosystem.com
SIMPLE.  AFFORDABLE.  EFFECTIVE

J2 Light® Version 230110

http://www.bluecosystem.com/
https://apps.apple.com/ca/app/smart-blu-cloud/id1597210825
https://play.google.com/store/apps/details?id=com.smartblue2.cloud&gl=us
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